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As indicated, these energy sources can cause serious injuries if not controlled.   Although 
not mentioned here, extremely hot surfaces can be considered a thermal hazardous 
energy.
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Shutting down machinery, closing valves or turning off electrical power to work on 
equipment is obvious to most people.  Where injuries occur are when an employee not 
directly involved in the servicing inadvertently re‐activate the equipment while it is still 
being worked on.  This is why lockout is required. 
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Injuries from a lack of lockout/tagout can include electrocution, severe burns, lacerations, 
amputations and body crushing.   Many of these injuries are life‐changing or fatal.
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This incident occurred recently in Eastern Washington.  The machinery had warning signs 
regarding lockout, but were ignored.
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Service and maintenance means activities such as constructing, installing, setting‐up, 
adjusting, inspecting, modifying, maintaining and servicing machines or equipment and 
includes lubricating, cleaning, unjamming and making tool changes.
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Lockout/tagout is not always required when working around operating machinery or 
equipment.
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Although tags are frequently used in lockout procedures, that are not absolutely required if 
there is another way that communicates that a machine or equipment is locked out and 
who the authorized person is that can remove the lockout device. 
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Only after all these steps are taken can the maintenance or repair work be done on the 
equipment.  Isolating devices can include circuit breakers, disconnect switches, valves, 
chains, piping blank, or other devices that block the energy.
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It is obvious – but needs to be stated.  No one is allowed to attempt to start up or re‐
energize equipment that has been locked out until after lockout and tagout devices are 
removed by the person authorized to do so 
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Affected employees are those employees that operate or work around the machinery or 
equipment that is being locked out.  The only person who can remove the lockout/tagout 
device is the person who attached it. 
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There may be times or situations where tagout devices are the only way to prevent 
employee exposure to hazardous energy, when there is no way to lock out equipment.   
Tags can also used as a visual warning when lockout procedures or devices are used. 
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Perhaps another way of saying this, is that tags can’t be made of paper that would 
deteriorate in wet condtions
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Sometimes equipment maintenance, serviceing or repair requires more than one perspn to 
be involved.  Group work must be coordinated so everyone knows what others are doing. 
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[If shift changes occur at the worksite, be sure to address the orderly transfer of 
lockout/tagout protection in the lockout/tagout program.]
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