	ATMOSPHERIC TESTING RECORD

	CONDITION
	
	ACCEPTABLE LEVEL
	
	PRE-ENTRY READINGS
	
	ENTRY READINGS

	
	
	
	
	(Reading)
	
	(Time)
	
	(Reading)
	
	(Time)
	
	(Reading)
	
	(Time)
	
	(Reading)
	
	(Time)
	

	Oxygen
	
	19.5% - 23.5%
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Explosive 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
(Gas/Vapor)
	
	<10% LFL
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Explosive Dust
	
	<LFL (5ft visibility)
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Carbon Monoxide
	
	35 ppm
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Hydrogen Sulfide
	
	10 ppm
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Other Hazards
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	(e.g.,Heat Stress)
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

	Name(s) of tester(s): 


	

	TESTING EQUIPMENT USED:
	
	TYPE
	
	SERIAL NO.
	
	TYPE:
	
	SERIAL NO:

	
	
	
	
	
	
	
	
	
	
	

	
	
	TYPE
	
	SERIAL NO.
	
	TYPE:
	
	SERIAL NO:

	
	
	
	
	
	
	
	
	
	
	

	

	ENTRY AUTHORIZATION

	Entry Authorized by:  


	

	
Name:  

	Time:  


	
Signature:  

	Date:  


	

	POST ENTRY PERMIT AT ENTRANCE

TO PERMIT SPACE

	

	ENTRY CANCELLATION

	Entry Cancelled by:  
	

	

	
Name:  

	Time:  


	
Signature:  

	Date:  


	

	Reason for Cancellation:
	

	
	
	
	Entry operation completed
	

	
	
	
	Prohibited Condition Arose (Specify)
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


